
36

Accessories Testo humidity transmitters

Accessories Testo humidity transmitters

Interface and software

P2A software (parameterization, adjustment and analysis software for PC), with USB
cable (for PC) to mini DIN (instrument)

0554 6020

0554 9916

0554 6651

0554 1793

0554 1794

Configuration unit incl. display with operation menu in robust metal housing, 1 m ribbon
cable with plug, battery

Fixings, installation assistance

Wall/duct holder (for mounting duct version in duct or for mounting duct version on wall)

Basic single hole duct screw fitting in plastic (polyamide, -20...+80 °C), gasket ring in NBR

Duct screw connection (aluminium/PVC)

0554 1796Pressure-tight screw connection G1/2� (st. steel) with Teflon ring to 6 bar

Part no.

0554 1797Stainless steel flange for screw connections to DIN 2576

0554 1798Wall holder (aluminium coated) for PHT

 f  a  p  c (in brackets: order code in the instrument order code)

0554 0647Stainless steel sintered filter, pore size 100 µm, probe protection in dusty
atmospheres or higher flow velocities

0554 0756Teflon sintered filter, Ø 12 mm, for corrosive substances, high humidity range (long-term
measurements), high velocities

0554 0755Metal protective cap (open), fast reaction time at flow velocities < 7 m/s (not suitable for dusty
atmospheres)

0192 0265Plastic protective cap (open), fast reaction time at flow velocities <7 m/s (not suitable for dusty
atmospheres)

0554 9913Teflon sintered filter with 1.5 mm condensate drip hole, ideal for high humidity with
condensation protection 0554 0166

0699 5867/1H2O2 protective cap

Pressure dewpoint measurement (testo 6681 with probe testo 6615 only)

Prefilter, protects measurement chamber and sensor from dirt particles 0554 3311

Flow-through meter for measurement chamber to adjust specific flow-off of sensor

0554 3312Precision measurement chamber with adjustable flow-off

Protection from moisture (aluminium)
Protects sensor from condensation e.g. in drying systems

0554 0166

0554 3313

Plug connections

0554 6682Plug connection M12 5-pin plug and socket (For signal/supply)

0554 0757Wire mesh filter, probe protection from coarse particles

0554 1795Pressure-tight screw connection G1/2� (st. steel) with cutting ring to 10 bar

testo 6681 hygrotest 650hygrotest 600testo 6651testo 6621

0554 6683Profibus plug and socket

0554 6687Profibus T-piece and Profibus accessories

0554 6688Profibus end resistance

Profibus

* for duct version only

*

(M01) (M01) (M01) (G1) (G1)

*

(M02) (M02) (M02) (G2) (G2)

*

(M03) (M03) (M03) (G3) (G3)

*

(M04) (M04) (M04) (G4) (G4)

*

(M05) (M05) (M05) (G5) (G5)

(M06) (M06) (G6) (G6)

(M08) (G8)

0554 6686Profibus module for customer installation

P2A softwareP2A
software
(parameterization,
adjustment and analysis
software for PC), with
USB cable (for PC) to
mini DIN (instrument)

Pressure-tight screw
connection G1/2� (st. steel)
with Teflon ring to 6 bar

Stainless steel sintered
cap, Ø 12mm

Protective metal mesh, Ø 12
mm

Wall/duct holder (for mounting
duct version in duct or for
mounting duct version on wall)
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Supply

Mains unit (desk-top) 110 to 240 VAC/24 VDC (350mA) 0554 1748

0554 1749

0420 0006

Mains unit (rail mounting) 90 to 264 VAC/ 24 VDC (2.5A)

Spare parts

Spare sensor system (%RH) for testo 6621 - A02 (duct version), 2 point adjustment required

External display

5400 7555testo 54-7 AC process display, 2 relay outputs (to 250 VAC/300 VDC, 3 A), mains supply 90 to
260 VAC, RS485 output for online monitoring and with totalizer display

Part no.

0520 0076ISO cal. cert./humidity, humidity data logger; calibration points 11.3%RH and 75.3%RH at
+25°C

0520 1000ISO calibration certificate/electrical, calibration in measurement ranges 0 to 20 mA; 4 to 20
mA; 0 to 1 V; 0 to 10 V

0520 1200Standard DKD calibration, measurement transmitter only

0520 0176ISO calibration certificate humidity

0520 0066ISO calibration certificate/humidity, Calibration points freely selectable from 5 to 95%RH at +15 to
+35°C or -18 to +80°C

DKD calibration certificate/humidity, Cal. points freely selectable from 5 to 95%RH at +25° C or
+5 to +70°C

0520 0236

DKD calibration certificate humidity 0520 0276

Calibration

5400 7553testo 54-2 AC process display, 2 relay outputs (to 250 VAC/300 VDC, 3 A), mains supply: 90 to
260 VAC

testo 6681 hygrotest 650hygrotest 600testo 6651testo 6621Adjustment possibilities

0554 0660
testo saline pots for control and humidity adjustment of humidity probes, 11.3 %RH and 75.3
%RH with adapter for humidity probe

0554 6022Adjustment adapter (for 1-point adjustment with testo 400 or testo 650)

0699 3556/15Reference set (testo 650, 1 %RH probe with certificate)

0409 0214Connection cable for calibrating the transmitter with testo 650 or 
testo 400 hand-held instrument, cable: 1.5 m long

* for duct version only

*

testo saline pots for control and
humidity adjustment of humidity
probes, 11.3 %RH and 75.3
%RH with adapter for humidity
probe

Mains unit (desk-top) 110 to 240
VAC/24 VDC (350mA)

Mains unit (rail mounting) 90 to
264 VAC/ 24 VDC (2.5A)


