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Proven technology.
Revolutionary handling.
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Proven technology.
Revolutionary handling.

Innovative design, operation by Smartphone and  
stable probe mount: The new flue gas analyzer testo 330i 
will make your job considerably easier.

Ordering information.

Flue gas and draught 
measurement 
The testo 330i is equipped with 
two Longlife sensors for the 
measurement of O2 and CO, and 
can optionally be extended by an 
NO sensor. The measurement of 
flue gas and draught take place 
parallel, so that all relevant flue 
gas parameters are displayed 
simultaneously in the testo 330i 
App on your Smartphone/tablet. 

Differential pressure 
measurement
With the testo 330i, you test the 
gas supply on gas boilers. You 
can measure the gas flow and 
static gas pressure, in order 
to ensure that the system can 
be commissioned. In addition 
to this, you can adjust the 
appliance's performance to meet 
the heat requirement, based on 
the jet pressure data given by 
the manufacturer.

O2 input air measurement
Use the testo 330i to test 
whether the exhaust gas system 
of indoor air quality plants is 
untight. Measure the O2 content 
of combustion air in the flue's 
dual wall, in order to ensure 
that no flue gas is entering 
the combustion air input, thus 
preventing an impairment of the 
combustion or damage caused 
by condensate.

The testo 330i stands out in practical applications.

The applications.

testo 330i basic set

testo 330i advanced set

Consists of the testo 330i flue gas analyzer with H2-compensated 
CO sensor, mains unit, testoFix probe mount, flue gas probe 180 
mm, combustion air temperature probe 190 mm, instrument case for 
testo 330i, probes and accessories.

Same as testo 330i basic set, but with additional testo 330i 
BLUETOOTH®/IRDA printer.

Order no. 0563 3000 70

Order no. 0563 3000 71

Bluetooth + 
App

Ordering data Order no.

testo 330i flue gas analyzer with Longlife 
gas sensors and integrated draught and 
gas zeroing, 3 slots, incl. O2/CO sensor, 
rechargeable battery and calibration protocol

0632 3000 70

testo 330i flue gas analyzer as above, but with 
H2-compensated CO sensor

0632 3000 71

Retrofit CO sensor 0393 2151

100-240 mains unit 0554 1096

Modular flue gas probe*, length 180 mm, Ø 8 mm 0600 9780

testoFix probe mount 0554 3006

Combustion air temperature probe* 190 mm 0600 9787

testo 330i BLUETOOTH®/IRDA printer 0554 0621

Instrument case for testo 330i, probes and 
accessories (520 x 130 x 400 mm)

0516 3302

*for testo 330i More accessories at www.testo.com



Flue gas analyzer testo 330i

The new flue gas analyzer testo 330i is a further 

development of the proven testo 330-2 LL, meeting all 

flue gas measurement challenges with its innovative 

handling. Operation and display of the measurement 

values take place by Bluetooth via the testo 330i App. 

Your Smartphone/tablet becomes part of the testo 330i – 

wireless, convenient, and independent of the measurement 

location. 

Thanks to the new, stable testoFix probe mount, which 

also serves as a fall-proof suspension for the measuring 

instrument, the flue gas sampling probe always remains in 

the right position – without slipping or losing the core flow. 

And when the measurement is finished, you can send the 

report quickly and without paper by e-mail via the App.

Today's way to  
measure flue gas.

The testo 330i App.

testoFix
Innovative new development. Securely fixes the probe and the 
measuring instrument to the plant. 

Without stress, paper and unsteady probes.

Easy handling 
Thanks to extra-powerful 
magnets for attachment 
to the plant, and a short, 
flexible probe hose for 
uncomplicated installation 
and de-installation.

Automatic CO dilution
In CO measurement, from 8000 
ppm, automatic dilution is carried 
out up to max. 30000 ppm CO

Stamp of approval
TÜV-tested according to  
1. BImSchV (VDI 4206) and  
EN 50379, Parts 1-3

The testo 330i with testoFix probe mount and flue gas probe.

Integrated draught and gas 
zeroing 
Without probe removal: The 
probe can remain in the flue 
during zeroing.

One click away from 
flue gas analysis  
The App starts directly 
in the menu of the last 
measurement, so it is only 
necessary to start a new 
measurement.

Measurement site-
independent operation
With the App, you always 
have the measurement 
values at your fingertips 
wherever they are 
needed. This makes the 
adjustment of plants 
considerably easier.  

User-friendly operation
Convenient customer 
data input; intuitive 
change between different 
measurement value views.

On-site documentation
Add comments and 
photos to reports, and 
send by e-mail. Several 
protocols can be collated 
into one report.

Flue gas measurement

Fuel oil

Centre of flowGraphicList
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Download testo 330i App


